
More than pumps

Small and yet large
PrimAX 



The new PrimAX from Biral
The new PrimAX is convincing with its above-average energy efficiency and is 
best in class from the outset.

The PrimAX range
With the PrimAX, there is also a pump with a discharge head of 8 m, and Biral 
is also the only manufacturer of the proven 3 m pump.

Energy efficiency

The consumption limits for pumps 
have been tightened up in stages 
across Europe up to 2015. The  
PrimAX pumps from Biral have ea-
sily achieved the efficiency requi-
rements, and with an EEI value of  
≤ 0.15 they qualify as best in class.

EEI≤ 0.23

EEI≤ 0.20

EEI≤ 0.17

EEI≤ 0.15

EEI≤ 0.27*ErP 2013

ErP 2015

ErP Benchmark 
«Best in Class»

Biral ModulA

Biral PrimAX

* ErP: Energy-related Product Directive

Biral heating and circulation pumps, PrimAX… RED
      Heating and solar equipment, air-conditioning units and cold water systems

EEI ≤
0.15

Typ Art. No.

PrimAX 15-3 130 RED 2205280150

PrimAX 15-4 130 RED 2205290150 

PrimAX 15-6 130 RED 2205300150

PrimAX 15-8 130 RED 2205310150

PrimAX 25-3 130 RED 2205320150

PrimAX 25-4 130 RED 2205330150

PrimAX 25-6 130 RED 2205340150

PrimAX 25-8 130 RED 2205350150

PrimAX 25-3 180 RED 2205360150

PrimAX 25-4 180 RED 2205370150

PrimAX 25-6 180 RED 2205380150

PrimAX 25-8 180 RED 2205390150

PrimAX 32-3 170 RED 2205400150

PrimAX 32-4 170 RED 2205410150

PrimAX 32-6 170 RED 2205420150

PrimAX 32-8 170 RED 2205430150

PrimAX 32-3 180 RED 2205440150

PrimAX 32-4 180 RED 2205450150

PrimAX 32-6 180 RED 2205460150

PrimAX 32-8 180 RED 2205470150



• Very easy to operate
• The most important information at a glance
• Robust, durable and reliable

Operating philosophy
Consistently implemented product familiarity: whichever Biral pump you 
purchase, you always obtain a trusted device.

Swiss made

220330_00_PrimAX_14.01.15
Ø: 76.6 - Beschnittzugabe: 3mm 

You know one, you know them all.

The new PrimAX is convincing with the uniform Biral operating philosophy transferred from the ModulA and the 
VariA, and like its related pumps it ensures the highest level of user-friendliness: operation requires fewer actions on 
the clear and self-explanatory membrane keypad. The illuminated display of the PrimAX gives the most important 
information on adjusting the pump, the operating status and the current pumped volume at all times. You know one, 
you know them all.

Control characteristics
4 stages can be set

Flow indicator
The volume indicator displays the approxima-
te flow and helps when commissioning the 
pumps

Setting the control type 

      Proportional pressure (pp) 

 Constant pressure (cp)

 Constant speed (cs)

Status and watt display



Deblocking system 

Magnetit-resistant

Heat insulation shells 

Installation depth

Biral-Connector

Angled connector

Temperature range

Convincing criteria 
The new PrimAX is convincing, not only due to its above-average energy effi-
ciency but it also has various useful additional functions

The powerful start-up process makes the pump vibra-
te, to release any dirt deposits after longer periods of 
inactivity.

The magnetic-resistant ceramic shaft and bearing re-
duce the risk of blocking by iron or other magnetic par-
ticles.

The heat insulation shells used as standard shorten the 
time taken for installation and also lower the costs oc-
curring.

With an installation depth of 103.3 mm, the pump is 
more compact than any other pump and is suitable for 
installation in extremely tight spaces.

The Biral Connector with screw terminals ensures 
quick and simple installation.

The angled connector helps with reduced space con-
ditions and is included in the scope of delivery.

The PrimAX can be used in medium temperatures from 
+2 °C to +110 °C.

The flow indicator displays the approximate flow and 
helps with the commissioning of the pumps.

The key lock gives protection from unwanted switching 
of the pump after commissioning.

Flow indicator

Key lock



Packaging size L, 191 x B, 126 x H, 177 mm
No. pumps per pallet 216

 

Technical data

Packaging

Dimensions
VerpackungsdatenType G DN L L1 AX

PrimAX 15-3 130 RED 1“ 15 130 105 -

PrimAX 15-4 130 RED 1“ 15 130 105 AX 12-4

PrimAX 15-6 130 RED 1“ 15 130 105 AX 13-4

PrimAX 15-8 130 RED 1“ 15 130 105 -

PrimAX 25-3 130 RED 1 1/2“ 25 130 105 -

PrimAX 25-4 130 RED 1 1/2“ 25 130 105 AX 12-3

PrimAX 25-6 130 RED 1 1/2“ 25 130 105 AX 13-3

PrimAX 25-8 130 RED 1 1/2“ 25 130 105 -

PrimAX 25-3 180 RED 1 1/2“ 25 180 140 AX 10-1

PrimAX 25-4 180 RED 1 1/2“ 25 180 140 AX 12-1

PrimAX 25-6 180 RED 1 1/2“ 25 180 140 AX 13-1

PrimAX 25-8 180 RED 1 1/2“ 25 180 140

PrimAX 32-3 170 RED 2“ 32 170 140

PrimAX 32-4 170 RED 2“ 32 170 140 AX 12

PrimAX 32-6 170 RED 2“ 32 170 140 AX 13

PrimAX 32-8 170 RED 2“ 32 170 140

PrimAX 32-3 180 RED 2“ 32 180 140

PrimAX 32-4 180 RED 2“ 32 180 140 AX 12-2

PrimAX 32-6 180 RED 2“ 32 180 140 AX 13-2

PrimAX 32-8 180 RED 2“ 32 180 140

 

103.335.7

139

L

G

50

L1

89

98

112

961901_00

ts                            

ts                            
ts                            

15.07.2015
15.07.2015

00

1

TD-0029023PDM_Nr

05.02.2015gezeichnet
geprüft
Freigabe

Änd.Index

961901

Ersatz für:Ersetzt durch:

BemerkungMaterial Modell/Art.Nr
VisumÄnd.Index

Gegenstand
Datum

II I

Stück Pos

1:2.7

Zeichnungsnummer

Massstab

Biral AG
CH-3110 Münsingen

für BA

PrimAX 32-x 180
Massbild

103.335.7

139

L
G

50
L1

89

98

112

961901_00

ts                            

ts                            
ts                            

15.07.2015
15.07.2015

00

1

TD-0029023PDM_Nr

05.02.2015gezeichnet
geprüft
Freigabe

Änd.Index

961901

Ersatz für:Ersetzt durch:

BemerkungMaterial Modell/Art.Nr
VisumÄnd.Index

Gegenstand
Datum

II I

Stück Pos

1:2.7

Zeichnungsnummer

Massstab

Biral AG
CH-3110 Münsingen

für BA

PrimAX 32-x 180
Massbild

Supply voltage 1×230 V ±10%, 50/60 Hz, PE 
Motor protection External motor protection is not required
Type of protection IP 44 (EN 60529)
Winding category Insulation category F
Temperature category TF 110 (EN 60335-2-51)
Media temperature +2°C to +110°C
Ambient temperature 0°C to +40°C
Operating pressure Max. 10 bar, 102 m, 1 MPa
Inflow pressure  ≤ +75°C,   0.5 m  

    +90°C,   2.8 m 
  +110°C,  10.8 m

Electromagnetic compatibility EMV guidelines (2004/108/EC)
Standards: EN55014-1:2006, EN55014-2:1997

Noise Sound pressure level under 43 dB(A)
Power consumption min. 2 W, max. 50 W

 



Premium Standard

G“ DN L

PrimAX Alpha2 Stratos Pico AX Alpha1 Yonos Pico

Biral Grundfos Wilo Biral Grundfos Wilo

1“ 15 130

PrimAX 15-3 130 RED - - - - -

PrimAX 15-4 130 RED 15-40 130 15/1-4 AX 12-4 15-40 130 -

PrimAX 15-6 130 RED 15-50 130 
15-60 130 15/1-6 AX 13-4 15-50 130 

15-60 130 -

PrimAX 15-8 130 RED 15-80 130 - - - -

1½“ 25 130

PrimAX 25-3 130 RED - - - - -

PrimAX 25-4 130 RED 25-40 130 25/1-4 130 AX 12-3 25-40 130 25/1-4 130

PrimAX 25-6 130 RED 25-50 130 
25-60 130 25/1-6 130 AX 13-3 25-50 130 

25-60 130 25/1-6 130

PrimAX 25-8 130 RED 25-80 130 - - - -

1½“ 25 180

PrimAX 25-3 180 RED - - AX 10-1 - -

PrimAX 25-4 180 RED 25-40 180 25/1-4 AX 12-1 25-40 180 25/1-4

PrimAX 25-6 180 RED 25-50 180 
25-60 180 25/1-6 AX 13-1 25-50 180 

25-60 180 25/1-6

PrimAX 25-8 180 RED 25-80 180 - - - -

2“ 32 170

PrimAX 32-3 170 RED - - AX 10 - -

PrimAX 32-4 170 RED - - AX 12 - -

PrimAX 32-6 170 RED - - AX 13 - -

PrimAX 32-8 170 RED - - - - -

2“ 32 180

PrimAX 32-3 180 RED - - - - -

PrimAX 32-4 180 RED 32-40 180 30/1-4 AX 12-2 32-40 180 30/1-4

PrimAX 32-6 180 RED
32-50 180 
32-60 180

30/1-6 AX 13-2 32-50 180 
32-60 180 30/1-6

PrimAX 32-8 180 RED 32-80 180 - - - -

Order reference
.

Comparison of types

Series

Max. discharge height [m]

Nominal diameter (DN) [mm]

Installation height [mm]

Field of application: heating (RED)

PrimAX  32  -6  180  REDOrder reference



Biral - more than pumps
Our services

eDocuments

• Biral documents are available online and are up to date at all times
• Draft and send personalised documents as individual pages
• Full text search for quick search results

PumpSelector

• Straightforward and reliable pump selection procedure
• All product-relevant data at a glance
• Saves time when drafting submissions
• Simple and user-friendly operation

Biral Campus

• Module courses in the fields of HVAC, water supply and wastewater disposal
• The practice room offers the opportunity to view all our products in use
• The Biral showroom presents the current range from all fields
• The Biral campus is a meeting point for associations, or a venue for meetings

Biral apps

• Biral Remote app for accessing pump data
• Biral Exchange app for direct pump changes

Available for iOS and Android   
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More than pumps

Biral AG
Südstrasse 10
CH-3110 Münsingen
T +41 31 720 90 00
F +41 31 720 94 42
E-Mail: info@biral.ch
www.biral.ch
www.biralcampus.ch

Biral GmbH 
Kesselsgracht 7a 
52146 Würselen  
T +49 2405 408070 
F +49 2405 40807-19 
E-Mail: info@biral.de 
www.biral.de


